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SEWING SUPPLIES

Create this beautiful floral clutch decorated with embroideries from the PFAFF® creative™ 1.5  sewing and embroidery machine. The 
Embroidery Intro PC Software makes it easy to combine your designs for your desired layout.

Finished size of the clutch: 11 x 15” (28 x 38cm)

FLORAL CLUTCH
creative™ 1.5

• PFAFF®  creative™ 1.5 sewing and embroidery machine

• Embroidery Intro PC software

• PFAFF® creative™ MASTER HOOP, 240x150mm                                                       
 412968502 

• PFAFF® Utility foot 0A 820773096

• PFAFF® Zipper foot 4 for IDT™ System 413113646

• PFAFF® Embroidery/Free-motion foot 6 412849801

• PFAFF® Couching/ Braiding Foot for IDT™ System  
820607096

• INSPIRA® Embroidery needle, size 90 620099496

• Woven fabric, twill cotton, canvas or denim  
(Outer fabric for the clutch, 20”)

• Lining, woven fabric (lining of the bag, 20”)                                                               

• Fabric, grey felt (Label, 4”x4”)

• 16” Red Zipper (40cm)

• Yarn (two colors to coordinate with the embroideries)

• Threads; A selection of embroidery threads for embroidery 
and decorative stitches, sewing thread for construction and 
embroidery bobbin fill for embroidery.

• General sewing supplies: marking pen, pins, embroidery 
scissors, iron, quilting ruler, quilting mat and rotary cutter. 
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Create the embroidery  
combinations in the Software
Use the Embroidery Intro PC Software to create a total of four 
embroidery combinations for the clutch and a personalized label. 

1. Click on Start; select  6D Embroidery Intro to open it. 

2. When the box showing who the software is registered to 
appears, click OK.

3. On the View Tab, ensure the Hoop size is set to 240mm x 
150mm. 

4. Click on View icon.

5. Click on the browser  to select the USB stick. 

6. Click on arrow to the left of the USB stick, to see the folders.

7. Click on the Folder , click OK.

8. Select designs cr_005.vp3 and cr_012.vp3 by clicking on 
them (the name of each design will be visible if you hover 
the mouse pointer over them). The designs are too large for 
the hoop, but we will adjust them to fit.

9. Close the Design View by clicking on the door   
(on the left side of the Design View) or by clicking on the x 

 in the upper right corner.

10. While design cr_012.vp3 is still selected move it to the 
lower left corner.

11.  Select design cr_005.vp3, by clicking on it.

12. Rotate the design by clicking on the 45 degree   
rotation twice.

13. Mirror the design by clicking on the top triangle.

14.  Click on Center in Hoop .

15. Move the small design cr_012.vp3, by selecting it. Drag it 
closer to the big flower.  

16.  Click Combine , Combine All .

17.  Click File, Save As and type in designA1.

18.  Save it on your USB embroidery stick.

19.  Click File, Print to print out the template for the design.

Create design combination A1

Create design combination A2

1. Click .

2. Click .

3. Click on View tab.

4. Make sure there is checkmark in the box for Show Grid and 
make sure it is set to 10mm.  

5. Click on Home tab.

6. Click Design View . 

7. From the USB embroidery stick, load design cr_008 by 
clicking on it.

8. Place it in the lower right corner of hoop.

9. Click cr_001. Close the Design View by clicking  or 
.
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Create design combination B1

1. Click .

2. Click .

3. Click Design View . 

4. Load design cr_004 by clicking on it, then click cr_012 and 
cr_013. Close the Design View by clicking  or .

5. Arrange them as shown. 

Hint: Use the Tab key on the keyboard to move between the 
designs easily.

1. Click Combine , Combine All .

2. Click File Export.

3. Click OK, and type in “designB1”. Select your USB  
embroidery stick.

4. Click Export.

Note: The Export function will automatically Colorsort.

5. Click File, Print, to print out the template for the design.

10. Click on design cr_001. Click Center in Hoop . Use the 
arrow key on your computer to move the design up grid 
square (10mm). 

11. Click on design cr_008, click on Rotate 45  one time. 
Bring the design slightly outside the hoop, then click on 
Move into Hoop . The design is now as close to the hoop 
edge as possible as shown below.

12. Click Combine , Combine All .

13. Click File Export.

14. Click OK, and type in “designA2”. Select your USB  
embroidery stick to save it there.

15. Click Export.

Note: The Export function will automatically Colorsort

16. Click File, Print, to print out the template for the design.

Create design combination B2

1. Click .

2. Click .

3. Click Design View . 

4. Load the design cr_013 from the USB embroidery stick. 

5. Load the downloaded design (from the folder or USB  
embroidery stick, where you have saved it). 

6. Close the Design View by clicking  or .

7. Arrange them as shown.
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Create the label

1. Click .

2. Click .

3. Click on Letter tab.

4. Click the arrow to the right of the font drop-down menu and 
the font gallery appears.  

5. Select the font category Traditional, select font Arial 08-
14mm. Set the size to 8mm. 

6. In the letters box, type the words: design by in lower case 
letters. Click Apply.

7. Choose a new Font in the Category Traditional, by clicking 
on the drop down arrow on the right side of the Font box. 
Select the font Georgia 20-40mm.

8. Highlight the text in the Letters box to replace it and type in 
LAURA B, using only capital letters. Or type your own name. 

9. Click Apply.

10. Right click in the work area while the word LAURA B is still 
selected.

11. Right click, and click Properties. Adjust the Height and the 
Width to 60%. 

12.  Click OK.   

13.  Click on the Home tab. 

14. Align the two lines of text as desired. Step between the 
words with the tab key on the keyboard of your  
computer.

15. Click Combine , click Combine All.

16. Click ColorSort  to reduce the color changes 
from 16 to 2.

17. Click on File, Save As, and type in Label.

18. Save the file to the USB embroidery stick. It will be saved as 
Label.vp3.                                                               

8. Click Combine , Combine All.

9. Click File Export.

10. Click OK, and type in “designB2”. Select your USB  
embroidery stick.

11.  Click Export.

Note: The Export function will automatically Colorsort.

12. Click File, Print, to print out the template for the design.
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Cut
• Outer fabric 

2 pieces size 15” x 19” (40 x 50cm) extra seam  
allowance is included

• Lining  
2 pcs size 11” x 15” (28 x 38cm)

• INSPIRA® Tear-A-Way stabilizer  
5 pieces large enough for the PFAFF® creative™ MASTER 
HOOP, 240x150mm

• INSPIRA® Fusible fleece 
Cut 2 pieces of the in the same size as the outer fabric. 

Prepare
• Iron the INSPIRA® Fusible Fleece on to the back side of the 

two outer fabric pieces.

Embroider

1. Attach the embroidery unit and the Embroidery/Free-motion 
foot 6 to the machine.

2. Calibrate the embroidery unit by pressing OK.

3. Draw lines, using the printed template as a guide. Mark the 
horizontal center line on both sides of the embroidery, the 
vertical center line on both sides and the center of the  
embroidery. See how the lines are drawn in the video.

4. Hoop outer fabric A and INSPIRA® Tear-A-Way stabilizer the 
in the FAFF® creative™ MASTER HOOP, 240x150mm.  

5. Match the markings on the inner hoop as closely as possible 
with the design A1 markings on your fabric.

6. Use the wheel to select Hoop sizes  and select 240x150 
. Confirm your selection by pressing OK. 

Use the wheel to open and scroll through a list of available hoop 
sizes, including hoops that are available to purchase from your 
authorized PFAFF® dealer.

7. Press the Load  button, with the USB stick and the  
embroidery unit connected. 

8. Use the arrow buttons to select a folder and the press OK to 
open it. 

To go back to the previous folder, select the top line and press 
OK.

9. Select design A1.vp3 from the USB stick and press OK.

10. Thread the machine with the first color in the color list and 
lightweight bobbin thread in the bobbin.

11. Attach the embroidery hoop.

12. Hold the needle thread; press the start/stop button or use the 
foot control to begin embroidery.

13. The machine stops after a few stitches. A pop-up appears 
asking you to cut the thread end. Cut thread end and press 
OK. 

14. Continue embroidering by pressing start/stop.

15. When your embroidery is finished a pop-up message will 
appear; press OK.

16. Re-hoop for the second embroidery on outer fabric A,  
according to the markings. Double check placement on 
clutch template A.

17. Load the second embroidery for the fabric A, designA2.vp3. 

When you select the next embroidery the previous design will 
automatically be deleted. 

18. Embroider until the design is finished.

19. Embroider the two designs on outer fabric B side in the same 
way. One embroidery at a time.

20. Embroider the label on the piece of grey felt. The felt can be 
basted in the hoop. For information refer to in your manual.

When your embroidery is finished: 

1. Remove the hoop from the embroidery unit.

2. Open the hoop to release the project.

3. Set your machine for sewing! - Remove the embroidery unit - 
remove the Embroidery/Free-motion foot 6.
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Additional preparations
• Transfer the lines from template A to outer fabric A with a 

temporary fabric marking pen. Repeat for outer fabric B.

Embellish
1. Thread your PFAFF® creative™ 1.5 sewing and embroidery 

machine with thread that matches the yarn in both top and 
bobbin.

2. Snap-on the optional PFAFF® Couching/ Braiding Foot for 
IDT™ System.

3. Insert the yarn from the front of the foot into the metal the 
guide; pull it through the hole, underneath and to the back 
of the sewing foot.

4. Engage the IDT™ system.

5. Select the zigzag stitch, #4 . Adjust the width of the 
zigzag to go across the width of the yarn.

6. Sew the yarn following the drawn lines. Make sure you still 
have the Tear- A-Way stabilizer behind the fabric. 

7. Use tie-off  function at start and end. Allow  
approximately 2” of extra yarn at the beginning and the end 
of the stitching.  Pull the yarn tails to the back with a large 
needle and tie it off with some stitches to prevent ravelling.   

8. Remove the stabilizer from the two outer fabric pieces as 
well as from the label.

9. Place the template on top as a guide for cutting.  

10. Draw lines using the marking pen to show where to cut the 
pieces for the clutch. 

11. Cut the fabric with the rotary cutter and ruler.
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Construct the clutch

1. Place the pieces of the bag right sides up with the zipper in 
the middle. On the templates you can see how to position 
the outer fabrics in the correct way to add the zipper in the 
opening.

2. Pin the zipper along the top edge of outer fabric A on the 
marked line; place right sides together.

3. Snap-on the zipper foot 4.  Engage the IDT™ system.

4. Select the straight stitch #1. Sew.

 

5. Pin the zipper in place along the top edge of outer fabric B 
with right sides together.  Stitch in place. 

6. Pin the label on right side of outer fabric A as shown on the 
template.

7. Snap-on the 0A Foot and engage the IDT™ system.

8. Select stitch #2 triple straight stitch, stitch in place. When 
you start sewing activate the needle stop up/down  that 
will make it easy to turn the corner with the needle in the 
down position. 

9. Use tie-off  at the start and end of the stitch.

10. Touch the thread snips. 

 

 

11. Select Straight stitch #1.

12. Pin the lining in place and sew. Turn the lining to the back 
and use the previous stitching as a guide for where to sew. 

 

13. Place outer fabric A right sides together with outer fabric B; 
pin them together. 

14. Open the zipper part before stitching the bag, to be able to 
turn the bag right side out.

15. Sew.
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16. Pin the lining right sides together, stitch from the zipper 
along the side of the lining, turn the corner, and sew 2” 
(5cm). Use the tie-off  and the thread snips  to cut the 
threads.

17. Start sewing again 2” (5cm) from the second corner, turn in 
the corner, finish the side seam at the zipper, tie-off  and 
touch .

18. Turn the clutch right side out.  

19. Press the edges of the opening of the lining to the wrong 
side.

20. Pin the opening, and stitch close to the edge,1/8 ”.

21. Press to get the best finish/look of the clutch. 

The bag is ready and you are ready to take on the world!


